
一、REMOTE CONTROL SYSTEM FOR YOUR REFERENCE

PORSCHE PANAMERA TURBO 安裝說明

配件圖 
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ACCESSORIES 
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1、OPEN FUSE BOX AND CONNECT WITH KEY ON SWITCH(RED CABLE).

 

二、SEARCH  FUSE BOX、GNDΘ  AND TPS VOLTAGE SIGNAL 0~5V.

RED CABLE HAVE TO BE PUT ON THE TOP  

OF POSITION NO. "5" AT FUSE BOX. 
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2、HANG ON GND

3、 CONNECT WITH TPS 0~5V(YELLOW CABLE) AND OEM YELLOW/BLACK CABLE

      OF ELECTRIC ACCELERATOR.

TPS (YELLOW CABLE) 
 OEM CABLE  

(YELLOW/BAL

CK CABLE) 
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三、CONNECT WITH ELECTRONIC VALVE、ONE WAY VALVE AND 

       VACUUM CANISTER.(WITHOUT SPORT EXHAUST SYSTEM).

OEM ONE WAY VALVE(BEFORE TUNING) 

SAME CABLE 
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AFTER TUNING 
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P.S.: 

VACUUM 

CANISTER INSTALL 

COMPLETED!! 

OEM NUT 

NEW NUT 

SAME ONE 
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三、JUST CONNECT ELECTRONIC VALVE (WITH SPORT EXHAUST SYSTEM)

IN 

OUT 

IN 

OUT 
OEM ELECTRONIC VALVE 

PULL OUT OEM "IN" 

AND "OUT" CABLE, 

THEN INSERT OUR 

ELECTRONIC 

VALVE(AS LEFT 

PHOTO), YOU FINISH 

INSTALLATION. 
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